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57 ABSTRACT

A system for securing and wirelessly charging a chargeable
device on a charger, particularly in a vehicle, is provided. The
system includes at least one transmitting coil in proximity to
a charging surface and an adjustable retaining assembly con-
figured to substantially engage at least a portion of a perimeter
of'the chargeable device to position the chargeable device on
the charging surface.
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1
SYSTEM OF SECURING A WIDE-RANGE OF
DEVICES DURING WIRELESS CHARGING

FIELD OF THE INVENTION

The present invention generally relates to wireless charg-
ing systems, and more particularly relates to securing a wide-
range of devices during wireless charging in a vehicle.

BACKGROUND OF THE INVENTION

Portable battery operated electronic devices, such as cell
phones, employ rechargeable batteries that must be recharged
when battery charge is consumed. Typically, electric powered
or electronic devices are physically connected to an electrical
charger via a wire connection. More recently, wireless charg-
ing devices such as inductive chargers are available to charge
the battery without any physical wire connection between the
electronic device and the charging device. Wireless chargers
generate an electromagnetic field through the use of electro-
magnetic transducers to transfer the electric energy from the
charging device to a receiver on a battery or device managing
battery charging.

Inductive chargers generate a magnetic field through the
use of inductive coils to transfer the electric energy from the
charging device to a receiver on a battery or device-managing
battery charging. Inductive chargers have been proposed for
use in various locations within the cockpit of a vehicle for
charging a portable battery or a battery operated device. Typi-
cally, the charger is near the driver and passengers, for the
sake of convenience to allow easy access to the devices.
Generally, efficiency of wireless charging of electronic
devices on the wireless charger depends on proper alignment
of a device with the charger. However, devices may become
substantially misaligned due to wireless charging in a non-
static environment such as a moving vehicle. Such misalign-
ment during charging may result in inefficiency of charging
that leads to excessive heating posing potential damage to the
battery of the device and/or the device being charged. Addi-
tionally, the battery charging control circuit in most consumer
electronic devices will disallow charging when the battery
gets too warm and the device will stop working until it cools.
It is therefore desirable to provide a flexible and universal
system in a manner that properly secures alignment of the
device for wireless charging, thereby minimizing ineffi-
ciently of charging and damage to the battery of the device
and/or the device being charged due to the misalignment.

SUMMARY OF THE INVENTION

According to one aspect of the present invention, a system
for wirelessly charging a chargeable device is provided. The
system includes a charger having at least one transmitting coil
in proximity to a charging surface. The system also includes
an adjustable retaining assembly configured to substantially
engage at least a portion of a perimeter of the chargeable
device to position the chargeable device on the charging
surface.

According to another aspect of the present invention, an
in-vehicle system for wirelessly charging a chargeable device
is provided. The in-vehicle system includes a charger having
at least one transmitting coil in proximity to a charging sur-
face. The in-vehicle system also includes an adjustable retain-
ing assembly configured to substantially engage at least a
portion of a perimeter of the chargeable device to position the
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chargeable device on the charging surface so that a receiving
coil of the chargeable device maintains a particular orienta-
tion on the charging surface.

According to a further aspect of the present invention, a
retainer assembly is provided. The retainer assembly includes
a first retaining member and a second retaining member con-
figured to substantially engage at least a portion of a perimeter
of a chargeable device to position the chargeable device on a
surface in proximity to at least one retaining member. The
retainer assembly also includes an adjustable mechanism
configured to allow the first retaining member to move rela-
tive to the second retaining member to position the device.

These and other aspects, objects, and features of the
present invention will be understood and appreciated by those
skilled in the art upon studying the following specification,
claims, and appended drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

In the drawings:

FIG. 1 is a perspective view of a cockpit of a vehicle
employing a wireless charger at a potential charging region in
a center console tray, according to one embodiment;

FIG. 2 is an enlarged top view of the tray further illustrating
the charging region with a portable chargeable device in
proximity to the charger;

FIG. 3 is a block diagram of the wireless charging system,
according to one embodiment;

FIG. 41s aperspective view of the wireless charging system
of a receiver device, according to one embodiment;

FIG. 5 is a view of the adjustable retaining assembly of the
charging system showing the retaining members engaged
within the housing cavities of the side rails according to one
embodiment;

FIG. 6 is an exploded view of the adjustable retaining
assembly of the charging system, illustrating top and bottom
retaining members, side rails, a cam lock pivot, releasable
pins and driving gears therein;

FIG. 7 is an exploded view of the adjustable retaining
assembly of the charging system, illustrating top and bottom
retaining members, side rails, a cam lock pivot, releasable
pins and driving gears therein;

FIG. 8 is a perspective view of an embodiment of the
adjustable retaining assembly illustrating movement of user
adjustable tabs causing release of pins from teeth or holes
located within the side rails of the housing;

FIG. 9 is an enlarged view of one of the pins engaged with
teeth or holes located within the side rails of the housing;

FIG. 9A is an enlarged view of the pin released from the
teeth or holes;

FIG. 9B is an enlarged view of the pin engaged to the teeth;

FIG. 9C is an enlarged view of the pin engaged to a hole;

FIG. 10 is a perspective view of an embodiment of the
adjustable retaining assembly, illustrating movement of user
adjustable tabs causing soft locking whereby pins are
engaged to the teeth or holes located within the side rails of
the housing;

FIG. 11A is a side view of an embodiment of the charging
apparatus showing a cam lock in an unlocked position in
accordance with one embodiment;

FIG. 11B is a perspective view of an embodiment of the
charging apparatus showing a cam lock in a locked position;

FIG. 11C is a side view of an embodiment of the charging
apparatus showing a cam lock in a locked position;

FIG. 11D is a perspective view of an embodiment of the
charging apparatus showing a cam lock and pin placed in an
unlocked position;
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FIG. 11E is a perspective view of an embodiment of the
charging apparatus showing a cam lock and pin placed in a
locked position;

FIG. 11F is a perspective view of an embodiment of the
charging apparatus showing a cam lock and pin placed in a
locked position;

FIG. 11G is a perspective view of an embodiment of the
charging apparatus showing a cam lock and pin placed in an
unlocked position;

FIG. 11H is expanded detail of the cam lock wedge;

FIG. 12A is an example of the adjustment of retaining
members 508 and 509 for retaining the corners of a large size
device in order to maintain alignment between a device and
the charging apparatus;

FIG. 12B is an example of the adjustment of retaining
members 508 and 509 for retaining the corners of a medium
size device in order to maintain alignment between a device
and the charging apparatus;

FIG. 12C is an example of the adjustment of retaining
members 508 and 509 for retaining the corners of a small size
device in order to maintain alignment between a device and
the charging apparatus;

FIG. 13 A is a perspective view of the charging apparatus 30
for engaging and maintaining alignment for a large size cell
phone 25A;

FIG.13Bis a perspective view of the charging apparatus 30
for engaging and maintaining alignment for a medium size
cell phone 25B; and

FIG.13C isa perspective view of the charging apparatus 30
for engaging and maintaining alignment for a small size cell
phone 25C.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

Asrequired, detailed embodiments of the present invention
are disclosed herein; however, it is to be understood that the
disclosed embodiments are merely exemplary of the inven-
tion that may be embodied in various and alternative forms.
The figures are not necessarily to a detailed design; some
schematics may be exaggerated or minimized to show func-
tion overview. Therefore, specific structural and functional
details disclosed herein are not to be interpreted as limiting,
but merely as a representative basis for teaching one skilled in
the art to variously employ the present invention.

Referring to FIGS. 1 and 2, the interior of an automotive
vehicle 10 is generally illustrated having a compartment
employing a wireless charging system 30, according to one
embodiment. The vehicle 10 generally includes a seating
arrangement including a front driver seat 14 adapted to seat a
person as an occupant in the compartment of the vehicle 10.
The vehicle 10 also includes a center console 18 with storage
compartment 22 disposed between front seat 14 and another
passenger front seat (not shown), and side door armrests 21.
The center console 18, center stack and dashboard 20, and
armrests 21, as well as other vehicle assemblies, may be
equipped with various device holders such as trays and stor-
age compartments that may receive one or more devices for
wireless charging. The vehicle 10 may further include rear
seating and wireless charging trays and storage compart-
ments configured for wireless charging located in the rear
seating area.

FIG. 2 illustrates an enlarged view of a portion of the center
console and charging tray containing a wireless charging
system 30. In the embodiment shown, a charging region 24
may be located on the center console 18 of the vehicle 10 and
aportable chargeable device 25 may be placed on the surface
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4

of the charging system 30. The vehicle 10 may be equipped
with one or more wireless charging systems 30 for wirelessly
charging one or more devices, including one or more
rechargeable batteries providing electrical power within an
electronic device. In the embodiment shown and described
herein, the wireless charging system is an inductive charging
system. It should be appreciated that other forms of wireless
transmission may be employed in the wireless charging sys-
tem such as magnetic resonance (loose coupled resonance)
and electromagnetic radiation according to other embodi-
ments. In one embodiment, one or more wireless charging
systems 30 may be provided in one or more storage trays or
dedicated trays provided in center console 18 or other areas in
the vehicle cockpit. The wireless charging system 30 includes
a wireless charger 26, such as an inductive charger according
to one embodiment. Inductive chargers typically include one
or more coils for generating electric signals in the form of an
electromagnetic field (EMF) typically at low frequencies (sub
500 kHz) within a charging region 24. In the embodiment
shown, the charging region 24 may be defined by a tray or a
storage compartment having a bottom wall and side walls for
receiving a device, such that the device when located within
the charging region 24 may be charged via the electromag-
netic field through inductive coupling. According to another
embodiment, the wireless charging system 30 may use a
charging region 24 provided on one or more pads or trays
provided in the vehicle dashboard 20. According to a further
embodiment, the wireless charging system 30 may use a
charging region 24 provided with a wireless charger 26
located in a tray within the armrest 21 extending from a
vehicle door. In each of these embodiments, the wireless
charging system 30 has a charging region 24 adapted to
receive one or more devices, such as rechargeable batteries or
electric powered or electronic devices 25 employing
rechargeable batteries that may be charged via an electric
signal on the charging region and may be accessible to the
driver or other passengers within the cockpit 12 of vehicle 10.
Examples of electronic devices 25 that may be charged by the
charging system 30 include cell phones, tablets, cameras,
Bluetooth ear pieces, portable radios, lighting devices, and
music and video players.

The wireless charging system 30 also includes an adjust-
able retaining assembly formed by jaws 508 and 509 config-
ured to substantially engage at least a portion of the perimeter
of'the rechargeable device to position the chargeable device in
a charging region in the tray. The adjustable retaining assem-
bly jaws 508 and 509 adjust to the size of the device and
positions the device on the centerline of the inductive charger
coil(s).

Referring to FIG. 3, the wireless charging system 30 is
further illustrated having control circuitry shown in one
embodiment as a controller 40 including a microprocessor 42
and memory 44. The controller 40 may include other or
additional analog and/or digital circuitry. Controller 40 may
process input information from memory and generate an out-
put to the inductive charger 26 having inductive coil(s) 27 so
as to wirelessly transfer electrical energy for the purposes of
charging one or more rechargeable batteries provided in
device 25.

FIG. 4 illustrates one implementation of the charging com-
ponents of the receiver device on a wireless charging system
30 in relation to the device receiver coil according to one
embodiment. In FIG. 4, a transmitter section 110 may be
housed in charging system 30. The transmitter section 110
may contain one or more transmitter coils (not shown) which
may be coupled to a connector that is plugged into a standard
external power source. A receiver 130 may be housed in
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chargeable electronic device 25. The transmitter section 110
may provide power to the receiver 130 such that the receiver
130 provides power to a rechargeable battery and the trans-
mitter section 110 may receive additional control information
from receiver 130 to adapt to a particular power transfer based
on the control information.

The vehicle charging system 30 may include one or more
wireless chargers for generating electric charging signalsin a
charger region 24 to charge electronic device 25 containing a
rechargeable battery. The wireless charger may include a
charger 26 generating an electromagnetic field. The charger
may include one or more inductive coils 27 located below or
on the bottom surface of the charger region 24 such as a pad
for generating an electromagnetic field in the charger region
24. The electromagnetic field passes from inductive coils 27
into the charger region 24 and is intended to wirelessly couple
to one or more inductive receiver coils 120 provided in the
portable electronic device 25 so as to transfer electrical
energy thereto for purposes of charging one or more recharge-
able batteries. As a result, an electromagnetic field is present
within the charger region 24.

Referring to FIG. 5, one embodiment of the charging sys-
tem shown in FIG. 2 and the adjustable retaining assembly are
shown. The inside of the adjustable retaining assembly is
shown having releasable pins 503 and 504, teeth or hole
patterns 502A and 502B, driving gears 506 and 507, a left side
rail 600 engaged with a first and second teeth pattern 604 and
605 of a first and second retaining member 508 and 509, and
on a right side rail 601 engaged with a first and second teeth
pattern 604 and 605 of a first and second retaining member
508 and 509. It is understood that the housing 30 can have any
suitable shape and/or dimensions and may include any suit-
able number of generally defined locations.

In the embodiment shown, housing 30 may include an
inductive charging coil or coil array just below surface area
505 (not shown) supporting the top and bottom retaining
members 508 and 509 and side rails 600 and 601 (i.e. an
adjustable retaining portion). The charging coil housing (not
shown) containing one or more charging coils mounted under
surface area 505 is for inductively charging device 25. The
charging coil housing of surface 505 may remain stationary
while a user adjusts the position of the top and bottom retain-
ing members 508 and 509 of the adjustable retaining assem-
bly in order to hold at least a portion of the perimeter of the
chargeable device 25 onto the interior members.

Retaining the chargeable device 25 at its corners for charg-
ing rather than its sides ensures that the interior surface 606 of
members 508 and 509 does not press on buttons/switches that
may exist on the sides of most devices. Engaging the device
25 at its four corners enables proper alignment for optimal
inductive charging of the device 25 without the risk of press-
ing on buttons/switches or other inputs of the device during
alignment of the device for charging.

FIGS. 6 and 7 further depict the housing and adjustable
retaining assembly of the charging system, illustrating each
retaining member 508 and 509 including a top portion having
a pair of wing shaped tabs 603 and 602. It is understood that
the shape of the retaining members 508 and 509 can be any
suitable shape. Retaining member 508 contains a pair of teeth
patterns 604 that engage and are movable within housing
cavities 600A and 600B of side rails 600 and 601. Similarly,
retaining member 509 contains a pair of teeth patterns 605
that engage and are movable within housing cavities 601A
and 601B of side rails 600 and 601. Additionally, a first gear
506 is mounted within side rail 600 and a second gear 507 is
mounted within side rail 601 such that each gear is engaged
between the teeth patterns 604 and 605 which are engaged
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6

within the four housing cavities. The engagement between
teeth patterns 604 and 605 and cavities within side rails 600
and 601 and the engagement between gears 506 and 507 and
teeth patterns 604 and 605 form a movable wedge between
blocks 602 and 603 on the edges of the retaining members 509
and 508 respectively. Provided pins 503 and 504 are in the
unlocked position and cam 512 is not locked, the user may
move retaining members 508 and 509 by placing their finger
or hands on one of the members and moving their finger or
hands in the direction (i.e. either up or down) that the user
wishes the members to move. As retaining member 508 is slid
by a user, gears 506 and 507, which are mounted to the side
rails 600 and 601 rotate. Teeth 604 on the sides of member
508 ride over the rotating gear while guided by slot cavities
600A and 600B. In synchronized motion with the movement
of'teeth 604, teeth 605 ride under gears 506 and 507 guided by
slot cavities 601 A and 601B. Therefore, if retaining member
508 is adjusted up by the user, retaining member 509, also
driven by both gears 506 and 507, is simultaneously adjusted
down by an equal amount. As a result, the retaining members
508 and 509 move towards or away from each other.

The housing 30 and the adjustable retaining assembly 508
and 509 can maintain alignment of the receiving coils of
device 25 so that charging of the coils by transmitter coil
housing on surface area 505 is optimized. This optimization
may be achieved by a user manually adjusting the retaining
members 508 and 509 as explained above. The user may
adjust the retaining members to properly position the device
to minimize misalignment by situating the device such that
the interior surface of members 508 and 509 tangentially
engage all four corners of device 25 at approximately a forty-
five degree angle. The inside surfaces 606 of retaining mem-
bers 508 and 509 may be made of any suitable rubberized
compressible material in order to maintain traction between
the inside surfaces 606 and the corners of device 25 engaged
on the surfaces. It is understood that there may other suitable
ways of retaining the corners of device 25 for wireless charg-
ing such as providing corner support cushions/bumpers posi-
tioned in proximity or on the interior surface of retaining
members 508 and 509 and/or including notches/cutouts in
proximity or on the interior surface of retaining members 508
and 509 in order to aptly engage certain kinds of input that
may exist on device 25.

In addition, housing 30 may include a cam lock pivot 512
for firmly locking the device in place once properly aligned
within the charging apparatus. The cam lock pivot 512 may be
screwed in place onto housing 30 by two sets of screws 513 as
illustrated in FIG. 7. The feature of firmly locking the device
with the cam lock pivot will be explained in further detail with
regards to FIGS. 11A-11H below.

In order to adjust up or down the position of first and second
retaining members 508 and 509 to retain the corners of device
25 and thus, maintain alignment between device 25 and sur-
face area 505, a user may first need to unlock the adjustable
retaining assembly as depicted in FIG. 8. The unlocking
function may be achieved by the user placing their thumb and
index finger on tabs 500 and 501 and squeezing the tabs 500
and 501 to move the tabs toward the center pivot 512. As
shown in FIGS. 9 and 9A, the squeezing motion causes com-
pression of spring 510 thereby releasing pins 503 and 504,
which are adjacent to and in contact with spring 510, from
engagement on tooth or hole patterns 502A and 502B within
side rails 600 and 601. Such a release allows the user to freely
slide retaining members 508 and 509 along the interior cavi-
ties of side rails 600 and 601 since pins 500 and 501 are no
longer obstructing movement of the retaining members.
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Once a user has determined that the members have been
properly adjusted to tangentially retain the four corners of
device 25 at an approximate forty-five degree angle, the user
may move the tabs away from the cam pivot causing soft
locking whereby pins are engaged to the teeth or holes located
within the side rails of the housing as shown in FIG. 10. Such
soft locking of housing 30 may be achieved when the user
removes squeezing their thumb and index finger on tabs 500
and 501 as shown in FIG. 10. When the user removes force
applied by their thumb and index finger, it will cause spring
510 to move back into an uncompressed state. Such uncom-
pressing of the spring will cause pins 503 and 504, adjacent to
and in contact with spring 510, to be pushed back into engage-
ment within tooth or hole patterns 502A and 502B. The
engagement between pins 503 and 504 and tooth or hole
patterns 502A and 502B provide the soft locking of retaining
members as mobility of the retaining members is hindered
and limited by the engagement.

FIGS. 11A-11H depict side and perspective views of the
cam pivot and operating the pivot for firmly locking the
alignment of the device in place within the charging appara-
tus. FIG. 11A illustrates a side view of the charging apparatus
30 showing a cam lock 512 in an unlocked position in accor-
dance with one embodiment. As noted above with reference
to FIG. 7, the cam lock 512 may be secured by two blocks
screwed in place onto housing 30 by two sets of screws. FIG.
11B illustrates a perspective view of the charging apparatus
30 showing a cam lock 512 in a locked position. FIG. 11C
illustrates a side view of the charging apparatus 30 showing a
cam lock 512 in the locked position. As shown in FIGS.
11A-11C, the cam pivot may be adjusted from either locked
to unlocked position or unlocked to locked position through
an axis of rotation along the pivot point 700.

A process of firmly locking the device in place is illustrated
in FIGS. 11D and 11E. Once the user has released tabs 500
and 501 and spring 510 moves the tabs away from the cam
pivot causing soft locking, the pins are engaged to the teeth or
holes located within the side rails of the housing (shown in
FIG. 10), after which the user may then rotate cam pivot 512
along its axis of rotation through pivot point 700 counter-
clockwise (shown in FIG. 11D) resulting in the cam pivot
causing greater friction between a rubberized portion under
cam 512 and the charging surface 505. This increased friction
between the bottom of the cam pivot and the rubberized 505
surface prevents jaw member 508 from moving easily and this
same force from the cam wedge 512 also causes a tighter fit
between the teeth 502A and 502B on jaw 508 placing force
down on the gears resulting in firmly locking the alignment of
the device in place within the charging apparatus.

The process of unlocking the device in place in order to
adjust the charging pad to properly retain the corners of the
device is shown in FIGS. 11F and 11G. To unlock the device
from a locked position, the user may rotate cam pivot 512
along its axis of rotation though pivot point 700 clockwise
from the firm locked position shown in FIG. 11D resulting in
cam pivot lessening its friction onto the rubberized charging
surface and gears.

A perspective view of the cam pivot illustrating locked and
unlocked positions is shown in FIG. 11H. As noted above, the
user may rotate the pivot along its pivot point 700 to adjust the
pivot from one position to the other.

Examples of the adjustment of retaining members 508 and
509 for retaining the corners of different size devices in order
to maintain alignment between a device and charging appa-
ratus are shown in FIGS. 12A-12C. For example, the user
may adjust the retaining members to move from retaining the
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corners of a larger size device as shown in FIG. 12A to a
medium sized or smaller sized device as shown in FIGS. 12B
and 12C.

Perspective views of the charging apparatus 30 for engag-
ing and maintaining alignment for different size cell phones
are shown in FIGS. 13A-13C. FIGS. 12A and 13A depict a
perspective view of the housing 30 for inductively charging a
large size cell phone 25A. FIGS. 12B and 13B depict a per-
spective view of the housing 30 for inductively charging a
medium size device 25B. FIGS. 12C and 13C depict a per-
spective view of the housing 30 for inductively charging a
small size device 25C.

It is to be understood that variations and modifications can
be made on the aforementioned structure without departing
from the concepts of the present invention, and further it is to
be understood that such concepts are intended to be covered
by the following claims unless these claims by their language
expressly state otherwise.

I claim:

1. A system for wirelessly charging a chargeable device
comprising:

a charger comprising at least one transmitting coil in prox-

imity to a charging surface; and

an adjustable retaining assembly configured to substan-

tially engage the chargeable device, the assembly having
a first retaining member and a second retaining member
coupled such that movement of the first retaining mem-
ber results in a simultaneous movement of the second
retaining member.

2. The system of claim 1, wherein the first retaining mem-
ber has a first teeth pattern and the second retaining member
has a second teeth pattern, further wherein a driving gear is
positioned to engage both the first teeth pattern and the second
teeth pattern.

3. The system of claim 1, wherein the adjustable retaining
assembly further comprises:

at least one adjustable mechanism comprising an adjust-

able pivot structure configured to allow a user to lock at
least one pin within the retaining assembly engaged to at
least one tooth or hole within the retaining assembly.

4. The system of claim 1, wherein the adjustable retaining
member engages at least a portion of a perimeter of the
chargeable device in a first position and disengages the
chargeable device in a second position.

5. The system of claim 1, wherein said adjustable retaining
assembly substantially simultaneously engages corners of the
chargeable device.

6. The system of claim 5, wherein the adjustable retaining
assembly engages four corners of a rectangular shaped
device.

7. The system of claim 1, wherein said substantial engage-
ment maintains a receiving coil of the chargeable device in a
particular orientation on the charging surface.

8. The system of claim 1, wherein the system comprises a
charging region provided in a tray within a vehicle.

9. An in-vehicle system for wirelessly charging a charge-
able device, comprising:

a charger comprising at least one transmitting coil in prox-

imity to a charging surface in a vehicle; and

an adjustable retaining assembly configured to engage cor-

ners ofthe chargeable device such that a plurality of gaps
are defined around the chargeable device between the
chargeable device and the retaining assembly which
extend from corner to corner.

10. The in-vehicle system of claim 9, wherein the adjust-
able retaining assembly further comprises a first retaining
member, a second retaining member and an adjustable
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mechanism configured to allow the first retaining member to
move relative to the second retaining member.

11. The in-vehicle system of claim 10, wherein a move-
ment of the first retaining member causes the second retaining
member to move in synchronization.

12. The in-vehicle system of claim 10, wherein the adjust-
able retaining assembly further comprises:

at least one adjustable mechanism comprising an adjust-

able pivot structure configured to allow a user to lock at
least one pin within the retaining assembly engaged to at
least one tooth or hole within the retaining assembly.

13. The in-vehicle system of claim 10, wherein the adjust-
able retaining member engages at least a portion of a perim-
eter of the chargeable device in a first position and disengages
the chargeable device in a second position.

14. The in-vehicle system of claim 9, wherein said adjust-
able retaining assembly substantially simultaneously
engages corners of the chargeable device.

15. The system of claim 14, wherein the adjustable retain-
ing assembly engages four corners of a rectangular shaped
device.

15

10
16. A retainer assembly comprising:

first and second retaining members configured to substan-
tially engage at least a portion of a perimeter of a charge-
able device to position the chargeable device on a sur-
face in proximity to at least one retaining member; and
an adjustable mechanism configured to allow the first
retaining member to move relative to the second retain-
ing member to position the device, wherein the first and
second retaining members are substantially symmetri-
cal.
17. The retainer assembly of claim 16 further comprising a
charger comprising at least one transmitting coil in proximity
to a charging surface.

18. The system of claim 16, wherein the system comprises
a charging region provided in a tray within a vehicle.

19. The system of claim 16, wherein the first and second
retaining members are configured to only engage corners of
the chargeable device.

#* #* #* #* #*



